
MATEENBAR™+ 

FIBERGLASS REBAR
Stronger. Lighter. 
Rustproof.

MATEENBAR+ Fiberglass Rebar is a stronger, lighter weight, rustproof concrete reinforcement 
designed to meet the codes and standards you trust, help you increase on-site productivity, and 
deliver more durable structures.

Product Advantages Compared to Steel

Stronger


2,5x stronger in 
tensile strength 
compared to the 
same size diameter

Lighter


4x lighter 
compared to 
the same size 
diameter

Rustproof


More 
durable 
structures

Enhanced pro experience


Scratch-free, heat-free handling

Not electrically conductive

Low thermal conductivity

No thermal cycling impact

Code-Approved and Proven Performance

Material Standards


• MATEENBAR+ is compliant with ASTM D7957, CSA S807, and CE marked with ETA 25/0588 according to EAD 260023-00-0301, 
pursuant to Art. 26 of EU Regulation No. 305/2011, and holds an internationally recognized certificate of validity. Under CPR 305/2011, 
the AVCP system is regulatory level 1+.


Residential Concrete 


• MATEENBAR+ can be used in residential concrete, including footings and foundation walls as designed using ACI 332 and ACI 440 
design methodology.


Structural Concrete


• MATEENBAR+ can be used in structural concrete using design codes such as ACI 440.11-22, AASHTO FRP Design Specifications 2018, 
AFGC 2023 guidelines and the CNR-DT 203/R1/2025.


Masonry


• MATEENBAR+ can be used with TMS 402/602-22 Appendix D as reinforcing for masonry walls.

Intended Applications

RESIDENTIAL

Driveways


Sidewalks


Pool Decks


Basement Floors


Basement Walls


Footings


Concrete Masonry


ICF Construction

CONCRETE REPAIR

Balconies


Tunnel Linings


Replacement of 
Corroded Rebar

COMMERCIAL/INDUSTRIAL

Parking Slabs


Warehouse Floors


Agricultural Slabs


Loading Docks


Architectural and Structural 
Precast


Truck Aprons


Pour Back Slabs

TRANSPORTATION

Bridge Deck s

Traffic Barriers


Civil Roadways


Soft-Eye for Tunnels


MARINE

Seawalls


Piles


Piers

HIGH VOLTAGE & 
ELECTROMAGNETIC FIELDS

Lig ht & Heavy Rail

MRI Rooms
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Physical and Mechanical Properties

ESSENTIAL CHARACTERISTIC

Nominal Bar diameter

Nominal area of the Bar

Effective Bar diameter

Measured Cross Sectional Area (tolerance ±5%)

Linear weight (tolerance ±10%)

Characteristic short-term tensile strength

Characteristic Ultimate failure load

Average Modulus of elasticity

Tensile failure strain

Average interlaminar shear strength
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/
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/

EAD 2.2.2 & ISO 10406-1


Clause 6

EAD 2.2.6

EAD 2.2.5
& ISO 10406-1


Clause 13

EAD 2.2.3 & ISO 604

EAD 2.2.4 & ISO 10406-1


Clause 7

Average transverse shear strength

Characteristic compressive strength

Average elastic modulus in compression

Bond strength in concrete C20/25 by pull-out testing

Bond strength in concrete C50/60 by pull-out testing

Alkali Resistance – Rate of % tensile retention(1)

Alkali Resistance – Rate of % tensile retention(2)
Ret,t

Fc

Ec

τb

τb

τs

% EAD 2.2.16

mb 6 

6

28,27

6,74

35,73

0,076

>36

-

mb 8 

8

50,27

7,79

47,59

0,096

>48

-

mb 10 

10

78,54

10,06

79,51

0,165

>1000

>80

>48

>1,8

>40

>400

>50

>10

-

>65%

>95%

>140

mb 12 

12

113,10

11,81

109,47

0,225

>110

-

mb 16 

16

201,06

15,92

199,15

0,414

>200

>19

(1)Alkali solution as reported in ISO 10406-1:2015, with initial pH > 13 and made with 8.0 g of NaOH & 22.4 g of KOH for every liter of dionized water

(2)Alkali solution with initial 12,6 < pH > 13 and made with 118.5 g di Ca(OH)2, 0.9 g of NaOH & 4.2 g of KOH for every liter of dionized water

FIBER MASS CONTENT* (%)

≥80

MOISTURE ABSORPTION 
IN 24 H at 50 °C (%)

≤0,05

MOISTURE ABSORPTION TO 
SATURATION AT 50 °C (%)

<0,75

MEAN GLASS TRANSITION 
TEMPERATURE (DSC)* (°C)

Tg>100

MAXIMUM SERVICE 
TEMPERATURE (°C)

Tg>70

DEGREE OF CURE (%)

≥99

Handling & Placement

Handling and installation of MATEENBAR+ is the same as for steel bars, with a few notes and exceptions:


Cutting: Do not shear fiberglass bars. Field-cut fiberglass bars using a fine-blade saw, grinder, and carborundum or diamond blade. 
Sealing the ends of fiberglass bars is not necessary.

Chairing: Place chairs at a spacing that ensures adequate concrete cover.

Tying: Use same tying methods as for steel rebar. Tie wire material based on contractor preference.

Concrete cover should be in accordance with the design guide standard adopted for the region or project. Generally, cover is equal 
to or greater than two bar diameters to avoid thermal reflective cracking.

Can easily be field-formed into large radius curves. See web pages for minimum field bend radius.


As with any reinforcement placement, be sure to follow best practices in all phases of your concrete project, from planning to 
construction, including pouring, curing, joint cutting, and maintenance for optimal performance.

Packaging

NOMINAL REBAR 
DIAMETER (mm)

6

8

10

12

16

LINEAR WEIGHT/ LENGTH 
(kg/m)

0,077

0,098

0,168

0,230

0,422

WEIGHT PER 6-METER BAR 
(kg)

0,46

0,59

1,01

1,38

2,53

NUMBER OF BARS PER 
MASTER BUNDLE (#)

500

500

500

250

200

WEIGHT OF A MASTER 
BUNDLE (kg)

232

294

505

344

507

NUMBER OF BARS IN A 
FULL 40' CONTAINER (#)

55.000

43.000

25.000

18.500

10.000
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Labeling & Certificates

Quality certificates are issued for each supply batch to ensure full traceability of the material. Production lot certificates, traceable by 
bar marks imprinted at intervals showing the bar diameter, stock order, and production date, are available upon request.

Storage

MATEENBAR+ is durable in outdoor environments with UV exposure for up to 3 months. Discoloration, fading, or chalking of the surface 
may occur due to oxidation or UV exposure. For extended outdoor exposure beyond 3 months, it is recommended to keep the bars in 
their packaging or cover them with a tarp.

Applications

MATEENBAR+ is durable in outdoor environments with UV exposure for up to 3 months. Discoloration, fading, or chalking of the surface 
may occur due to oxidation or UV exposure. For extended outdoor exposure beyond 3 months, it is recommended to keep the bars in 
their packaging or cover them with a tarp.

Preassembled Mesh Panels for Smarter Placement

For contractors who typically use welded mesh, MATEENBAR™+ is available in preassembled panels, offered in 
100mm, 150mm, 200mm (others upon request) spacing, tied together using standard rebar ties. These panels 
offer the layout efficiency of mesh while delivering the advantages of fiberglass rebar: stronger, lightweight and 
rustproof. It’s a practical solution that saves time on-site and meets expectations for durability and performance.


MATEENBAR™+ panels are tied at all key joints following the standard geometry, ensuring stability and 
consistency on-site.


Standard Dimensions: 2.0 m or 2.2 m x 3.0 m, or 6.0 m (height x width; others upon request)

Number of joints tied: all border joints secured, with diagonal ties across the panel for added strength.

Type of ties: nylon plastic ties (>1 mm thickness, >100 mm length, >80 N strength) provide consistent 
performance and durability.

Europe

767 Quai des Allobroges

Chambery 
Rhone-Alpes 73000, France

+33 4 79 75 55 52

This information and data contained herein is offered solely as a guide in the selection of product. We do not guarantee its applicability to the user’s process or assume any responsibility or liability arising out of 
its use or performance. The physical and chemical properties of this product represent typical, average values obtained in accordance with stated test methods and are subject to normal manufacturing 
variations The user agrees to be responsible for thoroughly testing any application of the product to determine its suitability. Because of numerous factors affecting results, we make no warranty of any kind, 
express or implied, including those of merchantability and fitness for a particular purpose. Statements in this publication shall not be construed as representations or warranties or as inducements to infringe 
any patent or violate any law, safety code or insurance regulation. We reserve the right to modify this document without prior notice.
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